GENERAL NOTES

ALL CONSTRUCTION SHALL BE DONE IN ACCORDANCE WITH THE “STANDARD SPECIFICATIONS
FOR ROAD AND BRIDGE CONSTRUCTION“, ADOPTED JANUARY 1, 2007: THE “SUPPLEMENTAL
SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS, ADOPTED JANUARY 1, 2010: THE
LATEST EDITION OF THE “ILLINOIS MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR
STREETS AND HIGHWAYS” (IMUTCD), “FOR WATER AND SEWER MAIN CONSTRUCTION IN ILLINOIS”
MAY 1996 FIFTH EDITION, THE “DETAILS” IN THE PLANS AND THE “SPECIAL PROVISIONS"
INCLUDED IN THE CONTRACT DOCUMENTS. '

WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED, THE ENGINEER SHALL BE
NOTIFIED BEFORE THE MONUMENTS ARE REMOVED. THE CONTRACTOR SHALL CAREFULLY PRESERVE
ALL PROPERTY MARKS AND MONUMENTS UNTIL THE OWNER, AUTHORIZED SURVEYOR OR AGENT HAS
WITNESSED OR OTHERWISE REFERENCED THEIR LOCATION.

THE CONTRACTOR WILL BE REQUIRED TO RELOCATE. OR REMOVE AND REPLACE SIGNS WHICH
INTERFERE WITH HIS CONSTRUCTION OPERATIONS, AND TO TEMPORARILY RESET ALL SUCH SIGNS
DURING CONSTRUCTION OPERATIONS. THIS WORK WILL BE CONSIDERED INCLUDED IN THE COST OF
HOT-MIX ASPHALT SURFACE COURSE, MIX “C”, N50. IN ACCORDANCE WITH ARTICLE 107.25 OF
THE STANDARD SPECIFICATIONS.

ALL WORK INVOLVING SIGNS SHALL BE GOVERNED BY THE FOLLOWING REQUIREMENTS:
SIGNS SHALL NOT BE MOVED UNTIL PROGRESS OF WORK NECESSITATES IT.

EVERY SIGN REMOVED MUST BE RE-ERECTED AT A TEMPORARY LOCATION IN A WORKMANLIKE
MANNER AND BE VISIBLE TO TRAFFIC FOR WHICH IT IS INTENDED. ALL SUCH SIGNS MUST BE
MAINTAINED STRAIGHT AND CLEAN FOR THE DURATION OF THE TEMPORARY SETTING.

ALL SIGNS SHALL BE RE-ERECTED IN PERMANENT LOCATIONS AS THE ROADWAY IS COMPLETED.
HORIZONTAL LOCATION FROM THE EDGE OF PAVEMENT SHALL BE AS DESIGNATED BY
THE ENGINEER.

ALL UNUSED SIGNS WILL BE RETURNED TO THE VILLAGE OR DISPOSED OF AS DIRECTED
BY THE ENGINEER.

LONGER POSTS MAY BE REQUIRED AT SOME TEMPORARY OR PERMANENT SIGN LOCATIONS TO
MAINTAIN PROPER SIGN ELEVATIONS. . )

IREE PROTECTION

REFER TO THE VILLAGE OF DOWNERS GROVE MUNICIPAL CODE FOR ADDITIONAL REQUIREMENTS
FOR TREE PROTECTION WITHIN THE CONSTRUCTION ZONE.

EARTH EXCAVATION

EXCAVATION REQUIRED TO CLEAN SIDE ROAD DITCHES, CONSTRUCT DRIVEWAYS OR CONSTRUCT
SIDE ROAD APPROACHES SHALL BE CONSIDERED INCLUDED IN THE COST OF EARTH EXCAVATION.

UTILITIES

THE CONTRACTOR SHALL COOPERATE WITH THE VILLAGE OF DOWNERS GROVE

IN ANY UNDERGROUND UTILITY CONSTRUCTION WHICH THE VILLAGE OF DOWNERS GROVE
MAY WANT TO PLACE DURING THE CONTRACTOR’S OPERATIONS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING THE OWNERS OF ALL
EXISTING FACILITIES SO THAT THE UTILITIES AND THEIR APPURTENANCES MAY BE
LOCATED AND ADJUSTED OR MOVED, IF NECESSARY, PRIOR TO THE START OF
CONSTRUCTION OPERATIONS. THE CONTRACTOR SHALL COOPERATE WITH ALL UTILITY
OWNERS AS PROVIDED FOR IN THE STANDARD SPECIFICATIONS.

THE LOCATIONS OF EXISTING DRAINAGE STRUCTURES, STORM AND SANITARY SEWERS,
WATER SERVICE LINES AND OTHER UTILITY LINES ARE APPROXIMATE, AND THE
VILLAGE OF DOWNERS GROVE DOES NOT GUARANTEE THEIR ACCURACY. THEIR EXACT
HORIZONTAL AND VERTICAL LOCATIONS ARE TO BE DETERMINED IN THE FIELD

BY THE CONTRACTOR AT HIS OWN EXPENSE.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL UNDERGROUND

OR SURFACE UTILITIES EVEN THOUGH THEY MAY NOT BE SHOWN ON THE PLANS. ANY
UTILITY THAT IS DAMAGED DURING CONSTRUCTION SHALL BE REPAIRED OR REPLACED TO
THE SATISFACTION OF THE ENGINEER. THIS WORK SHALL BE AT THE CONTRACTOR'S EXPENSE.

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL “JULIE" AT 8-1-1 OR 1-800-892-0123

FOR FIELD LOCATIONS OF BURIED ELECTRIC, TELEPHONE, GAS, CABLE,
TELEVISION FACILITIES, WATER, SANITARY AND STORM.

STAKING

THE CONTRACTOR SHALL PROTECT AND CAREFULLY PRESERVE ALL SECTION OR
SUBSECTION MONUMENTS OR PROPERTY OR REFERENCE MARKERS UNTIL THE

VILLAGE OF DOWNERS GROVE, HIS AGENT OR AN AUTHORIZED SURVEYOR HAS WITNESSED
OR OTHERWISE REFERENCED THEIR LOCATIONS.

ALL RADII FOR PROPOSED CURB AND GUTTER ARE TO THE BACK OF CURB UNLESS

MISCELLANEOUS

DIMENSIONS: IT SHALL BE THE CONTRACTOR‘'S RESPONSIBILITY TO VERIFY ALL

DIMENSIONS AND CONDITIONS EXISTING IN THE FIELD PRIOR TO ORDERING MATERIALS

AND BEGINNING CONSTRUCTION.

THE THICKNESSES OF HOT-MIX ASPHALT MIXTURES SHOWN IN THE PLANS ARE NOMINAL.

DEVIATIONS MAY OCCUR DUE TO IRREGULARITIES IN THE SURFACES OR BASIS

ON WHICH

THEY ARE TO BE PLACED. PLAN THICKNESSES SHOULD BE CONSIDERED THE MINIMUM

THICKNESS PERMITTED.

TO BEGINNING REMOVAL. ANY ITEMS OF WORK REMOVED PRIOR TO SAWCUTTING
MEASURED FOR PAYMENT.

ALL SAWCUTTING SHALL BE INCLUDED IN THE COST OF REMOVAL ITEMS AND SHALL BE PERFORMED PRIOR

WILL NOT BE

'ERQSION CONTROL

ALL EROSION CONTROL MEASURES ARE TO BE IN PLACE BEFORE ANY WORK BEGINS ON THE SITE.

LIST OF HIGHWAY STANDARDS

000001-05 STANDARD SYMBOLS, ABBREVIATIONS, AND PATTERNS
ALL SUITABLE EXCESS MATERIAL FROM SEWER TRENCHES, WIDENING, SIDEROADS, ENTRANCES OR OTHERWISE NOTED, AND SHALL BE AS INDICATED ON THE PLANS. ELEVATIONS SHOWN
OTHER NECESSARY EXCAVATIONS SHALL BE USED IN THE CONSTRUCTION OF THE ROADWAY. AT POINT OF CURVE, ETC. ARE BACK OF CURB UNLESS OTHERWISE NOTED. 424001-05 CURB RAMPS FOR SIDEWALKS (USE RECTANGULAR PATTERN)
PLACEMENT AND COMPACTION OF THIS MATERIAL SHALL BE CONSIDERED INCLUDED IN THE COST OF
EARTH EXCAVATION AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED. 542301-02 PRECAST REINFORCED CONCRETE FLARED END SECTION
THE CONTRACTOR’S ATTENTION IS CALLED TO THE FACT THAT THE PRESERVATION WATER, STORM SEWER AND SANITARY SEWER
OF EXISTING TREES IS OF UTMOST IMPORTANCE TO THE VILLAGE OF DOWNERS GROVE. ALL TREE 701301-03 LANE CLOSURE, 2L 2W, SHORT TIME OPERATIONS
PROTECTION, TREE REMOVAL, PRUNING AND ROOT PRUNING SHALL BE COMPLETED BEFORE WHENEVER DURING CONSTRUCTION OPERATIONS ANY LOOSE MATERIAL IS DEPOSITED IN
CONSTRUCTION OPERATIONS COMMENCE IN ANY AREA. AT NO TIME SHALL ~THE CONTRACTOR THE FLOW LINE OF DRAINAGE STRUCTURES SUCH THAT THE NATURAL FLOW OF WATER foigor-o4 OR SIDEMALK CLOSURE | O 2 CROSSNALK
PRUNE OR REMOVE ANY TREES UNLESS SPECIFICALLY DIRECTED BY THE ENGINEER.
IS OBSTRUCTED, IT SHALL BE REMOVED AT THE CLOSE OF EACH WORKING DAY. AT THE 701901-01 TRAFFIC CONTROL DEVICES
TEMPORARY FENCE SHOULD BE ERECTED ALONG.THE DRIP LINE OF EXISTING TREES CONCLUSION OF CONSTRUCTION OPERATIONS, ALL UTILITY STRUCTURES SHALL BE FREE - ;
TO REMAIN WITHIN THE LIMITS OF CONSTRUCTION. AFTER TREES ARE SAFELY FENCED FROM DIRT AND DEBRIS. THE WORK SPECIFIED ABOVE WILL NOT BE PAID FOR 720001-01 SIGN PANEL MOUNTING DETAILS
NOTHING IS TO BE STORED, DRIVEN, OR DISTURBED INSIDE THE FENCE. REMOVE SEPARATELY BUT SHALL BE INCLUDED IN THE COST OF THE PROPOSED PATH.
PROTECTIVE TEMPORARY FENCE ONLY AFTER ALL CONSTRUCTION WORK HAS BEEN COMPLETED. 720011-01 METAL POSTS FOR SIGNS, MARKERS AND DELINEATORS
WHEN EXISTING DRAINAGE FACILITIES ARE DISTURBED, THE CONTRACTOR SHALL PROVIDE 720021-02 SIGN PANELS EXTRUDED ALUMINUM TYPE
THE CONTRACTOR SHALL TAKE EXTRA CARE IN GRADING AND EXCAVATING NEAR AND MAINTAIN TEMPORARY OUTLETS AND CONNECTIONS FOR ALL PRIVATE OR PUBLIC
TREES WHICH ARE NOT MARKED FOR REMOVAL SO AS NOT TO CAUSE INJURY TO THE ROOT DRAINS, SEWERS OR CATCH BASINS. HE SHALL PROVIDE FACILITIES TO TAKE IN ALL
g;g% OF:MJL';U“;';%TSHG'JDA %EQV?K;N ASRgAI?IZ) %EMAzERESRgEECElzx%ﬂgi‘mRI%‘%TOS T':"EE STORM WATER WHICH WILL BE RECEIVED BY THESE DRAINS AND SEWERS AND DISCHARGE
EXCAVATION AREAS AT AN ELEVATION THAT WOULD INTERFERE WITH ANY PORTION OF THE THE SAME. HE SHALL PROVIDE AND MAINTAIN AN EFFICIENT PUMPING PLANT, IF
PLANNED CONSTRUCTION SHALL BE SEVERED AT A POINT IMMEDIATELY OUTSIDE OF THE NECESSARY, AND A TEMPORARY OUTLET AND BE PREPARED AT ALL TIMES TO DISPOSE OF
EXCAVATION AREA IN A MANNER THAT WILL CAUSE THE LEAST AMOUNT OF SYSTEMIC DAMAGE
TO THE REMAINING TREE STRUCTURE. THE EXPENSE OF ANY REQUIRED HAND EXCAVATION AS THE WATER RECEIVED FROM THESE TEMPORARY CONNECTIONS UNTIL SUCH TIME AS THE
DESCRIBED ABOVE, SHALL BE PAID FOR UNDER TREE PROTECTION, SPECIAL. PERMANENT CONNECTIONS WITH SEWERS ARE BUILT AND IN SERVICE. THIS WORK WILL
NOT BE PAID FOR SEPARATELY, BUT SHALL BE INCLUDED IN THE THE COST OF THE
PROPOSED PATH.
ANY AREA WHERE THERE IS NO PROPOSED GRADING THE EXISTING GROUND COVER
SHALL REMAIN. ANY EXISTING OR PROPOSED STORM SEWER DAMAGED BY THE CONTRACTOR DURING CONSTRUCTION
THE CONTRACTOR SHALL USE CARE IN GRADING OR EXCAVATING NEAR ANY AND ALL )
EXISTING ITEMS WHICH WILL NOT BE REMOVED. ANY DAMAGE DONE TO EXISTING ITEMS BY SHALL BE REPLACED BY THE CONTRACTOR.
B NGLTRACTOR SHALL  BE REPAIRED BY THE CONTRACTOR AT THE CONTRACTOR'S OWN THE CONTRACTOR SHALL NOT OPEN OR SHUT ANY WATER VALVES OR FIRE HYDRANTS
§ WITHOUT PRIOR AUTHORIZATION FROM THE VILLAGE WATER DEPARTMENT.
THE CONTRACTOR MUST COORDINATE WITH THE VILLAGE AND PROVIDE 72 HOURS ADVANCE UNAUTHORIZED USE SHALL SUBJECT THE OFFENDER TO ARREST AND PROSECUTION.
NOTICE PRIOR TO CONSTRUCTION. ron 108 STTE SarETv s
THE CONTRACTOR SHALL BE SOLELY RESPONSIBLI
ANY SIDEWALK THAT IS BEING REMOVED FOR THE TRAIL INSTALLATION SHOULD NOT BE TAKEN OUT N TION AND MEANS/ METHODS OF CONSTRUCTION
OF SERVICE UNTIL CLOSE TO WHEN THE TRAIL WILL BE CONSTRUCTED IN ITS PLACE. WELL AS SUPERVISION/ DIRECTION
CONTRACTOR WILL RESTORE AREAS ADJACENT TO THE PATH WITHIN TWO WEEKS OF PAVING THE PATH.
UTILITY COORDINATION
[UTILITY COMPANY [Village of Downers Growe DuPage Water Commission Level 3 _LLC Downers Grove Sanitary District AT&T {T-TCG) Nicor Gas {ComEd MCI Comeast_ AT%T {SBC) XO {iinois, Inc.
CONSTRUCTION CONTACT PERSON Mtchael Millette Michael Sch Jim Martin Ted Cherwak Bobby Ahktar Constance Lane Tom Stutzman Dean Boyers Martha Gieras Davd Phelps Randy Wood
PHONE 630434-5500 630-834-0100 §30-060-0684 630-810-6274 530-983-8876 (63015766798 1972) 729-7000 630-600-6346 630-371-3100
FAX 6304345571 630.834-0120 €30-869-0627 6300858725 T §30-600-6300 __
ADDRESS Village of Downers Grove DuPage Water Commission Level 3 Communi LLC Downers Grove Sanitary Distict _ [AT&T {T-1CG) Nisor Gas [ComEd MC! Comoast ____ ATET (SBC) XO Winois, Inc.
{5701 Walnut Avenug 660 E. eld Road 2101 Roberis Drive 2710 Curtiss Street 4513 Westem Avenue 1844 Ferry Raod 12 Lincoln Center 2400 N. Glenuille 688 hdi | Drive 1000 Cc ce Dr. Floor 2 810 Jorie Bivd, Suite 200
Downers Grove, IL 80515 hurst, 1L 60126 Broadview, L. 60155 Bowners Grove, & 60515 Lisle, IL 60532 Napendlle, I 60563 Oakbrook Temace, IL 60181 Richardson, 1X 75082 Eimhurst, IL 80126 Cak Brook, IL 66523 Oak Brook, I 60523
FACILITIES IN/ NEAR PROJECT TBD TBD. TBD TBD 7B8.0 T8.D TBD TB.D TBD 18D TBOD
COMMENTS / STATUS Plans Sent December 22, 2009 Plans Sent Oecembe}22, 2009 Phone Ca"é:ﬁ ﬂei?:e: 1/5/10. Ne Plans Sent December 22, 2009 Plans Sent December 22, 2002 No Conflicts Anficipated. No Conflicts Anticipated. Plans Sent December 22, 2008 No Confiicts Anficipated. Plans Sent December 22, 2009 Plans Sent December 22, 2009
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